F100 Firmware-Upgrade

1. Bitte befolgen Sie die unten stehenden Schritte, um die Firmware des F100 upzugraden.

2. Entpacken Sie die Zip-Datei "upgrade tools", dann erhalten Sie 3 Ordner:"BatchTool", "Driver" und

Firmware
3. Offnen Sie den Ordner "Driver", dann machen Sie einen Doppelklick auf die Datei 'Driverlnstall.exe

und wahlen Sie "Install Driver".
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Install Driwer lminstall Driwver

4. Klicken Sie auf "install" (win7,8/XP, Vista), um den Treiber zu installieren und auf "ok" wenn die

Installation beendet ist. Dann schlieRen Sie das Programm "DriverlInstall".
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[-7] Windows Security
Would you like to install this device software?

Mame: Fuzhou Rockehip
Publisher: Fuzhou Rockchip Electronics Co., Ltd.

[[]  Abways trust software from "Fuzhou Rockchip f Install i l Don't Install

Electronics Co., Ltd.".

l‘ You should only install driver software frorm publishers you trust. How can [ decide which device
software is safe to install?
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Install driver ok.




5. Offnen Sie die den Ordner "BatchTool", dann Doppelklicken Sie das Upgrade-Tool "RKBatchTool.exe".

§ Rockchip Batch Tool 1.7 2 |EI|£|

i~ Firmware Information

Fiy Path: || |
Fi Wer: | Fi Time: | Support Chip: I
BOOT Yer: | BOOT Time: |

~Connected Devices

Language Upgrade Restore Switch Clear Save Exit
6. Klicken Sie die |__... § Taste und wahlen Sie die Firmware-Datei
"EMTEC-cx-V3-2928-8.0.0-8188-20150415.img".
i Rockchip Batch Tool vi.7 o = e
Firmware Information
FW Path: D
FW Ver: FW Time: Support Chip:
BOOT Ver: BOOT Time:
~ Open
Lookin: | Firmware ~ @ e M
MName = Date modified Ty
|4 EMTEC-¢x-V3-2928-7.0.0-8188-20141121 11/21/201411:31 .. Di
[ es EMTEC-cx-V3-2928-7.0.0-8188-20141202 12/2/2014 9:56 AM Di
1l 1 | »
Filepame:  EMTEC-c\V3-2928-7.0.0-8188-20141202
Connected Devices
Files of type: [Hrrnware[“jmg] vJ ’ Cancel ]

Language] [ Upgrade ] [ Restore I [ Switch ] [ Clear ] [ Save ] [ Exit




5. Klicken Sie die Open Taste.

4 Rockchip Batch Tool v.7 o & sl
Firmware Information ——
Fwpathy U VUperade Tools\Firmeare\ENTEC-cx-¥3-2928-T. 0. 0-0186-20141202. ing
FW Ver 4.1.01 FW Time: 2014-12-02 13:40:11  guonod Chip:  RI292E
BOOTVer 1.4l BOOT Time: 2014-08-21 14:37:37

Loading firmware. ..

Loading firmware Finished.

Connected Devices

[ Language | | Upgrade | | Restore | | switch | [ Clear | [ save | | Exi

6. Schliel}en Sie das USB-Kabel an den Computer an.
7. Driicken Sie die Fn Taste am F100 und halten Sie sie gedruckt (nicht loslassen).
8. Schliel’en Sie das micro-USB-Kabel an den F100 Dongle an.

9. Lassen Sie nach 3 Sekunden die Fn Taste wieder los (Die Farbe der Anzeige angeschlossene Geréte fur
Nummer "1" sollte Griin sein).

,.

5 Rockchip Batch Tool v1.7 O = S
Firmware Information
Fwpat  E Wrerade Tools\Firmyare\ENTEC-cx—¥3-2926-T. 0. 0-8168-20141101. img
FW Ver: 4.1.01 FW Time: 100 143445 gppononip  BKESEN
BOOT Ver: 138 BOOT Time: 2013-09-06 11:45:18

Loading firmware. ..
Loading firmware Finiched

Connected Devices

3-1-3

Language | | Upgrade | | Restore | | switth | [ clear | [ sae | [ Bt

10. Klicken Sie die Upgrade Taste um das Firmware-Upgrade zu starten:




g = B
o Rockehip Batch Tool v1.7 o [ [

Firmware Information

Fwpath: B Wearade Tools\Firmware\EWTEC-cx—V3-2826-T. 0. 0-B188-20141101. ing —
FW Ver 41.01 W Time: Z204-11-00 143445 gnnonopip HR292K
BOGT Ver: 138 BOOT Time: 2013-09-05 11:45:16

sepperekiparade Aotiondkrrkobog
whpkkirkllpgrade Start Total <1kketie
“Layer 3-1-37 Test Device Start
{Layer 3-1-3» Test Device Success
{Layer 3-1-3% Check Chip Start
“Laver 3-1-3% Check Chip Success
{Layer 3-1-3» Get FlashInfo Start
{Layer 3-1-3* Get FlashInfo Success
“Laver 3-1-37 Prepare IDB Start
{Layer 3-1-3» Prepare IDB Success
“Laver 3-1-3% Download IDB Start

Connected Devices

Language| | Upgrade 3 [ Restore | | Switch | | Clear ] | Save | | Exit

11. Nach etwa 2 Minuten sollte "upgrade done success" angezeigt werden.

g il
o Rockehip Batch Tool v1.7 o [ [

Firmware Information

FW Path: E:\Uparade Tools\Firmware\EMTEC-cx-¥3-2025-T. 0. 0-5185-20141101. img
FW Ver 4.1.01 FW Time: 2014-11-01 14:34:45 Support Chip: RE292Y
BOOT Ver 1.38 BOOT Time: 2013-09-06 11:45:16
Layer 3-1-3> Dowrnload IDE Success [

<Layer 3-1-37 Reset Device Start

{Layer 3-1-3> Reset Device Success
{Layer 3-1-3* Wait For Loader Start
“Laver 3-1-3> Wait For Loader Successz
“Layer 3-1-37 Test Device Start

{Layer 3-1-3» Test Device Success
{Layer 3-1-3» Download Firmware Start
{Layer 3-1-3* Download Firmware Success
“Laver 3-1-3> Reset Device Start

<Layer 3-1-3> Reset Dlevice Success

m
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Connected Devices

|Language| [ Uparade | [ Restore | | Switch | | Clear ] | Save | | Exit |

12. Dricken Sie auf EXIT um das Programm zu schlieRen und ziehen den F100 USB Dongle vom Anschluss
ab.



